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FACT-SHEET

Swaytronic 50Ah 12.8V Swaytronic 80Ah 12.8V Swaytronic 100Ah 12.8V Swaytronic 100Ah 12.8V

Electrical  
Characte-
ristics 

Nominal Voltage 12.8V 12.8V 12.8V 12.8V

Nominal Capacity 50Ah 80Ah 100Ah 100Ah

Energy 0.64KWh 1.024KWh 1.28KWh 1.28KWh

Internal Resistance  50mΩ  30mΩ  30mΩ  30mΩ

Cycle Life >2000 cycles@100%DOD,  
>3000 cycles @80%DOD 

>2000 cycles@100%DOD,  
>3000 cycles @80%DOD

>2000 cycles@100%DOD,  
>3000 cycles @80%DOD

>2000 cycles@100%DOD,  
>3000 cycles @80%DOD 

Month Self Discharge <3% <3% <3% <3%

Standard 
Charge

Charge Voltage 14.4  0.2V 14.4  0.2V 14.4  0.2V 14.4  0.2V

Charge mode CC/CV CC/CV CC/CV CC/CV

Recomm.Charge Current 0.2C – 0.5C 0.2C – 0.5C 0.2C – 0.5C 0.2C – 0.5C

Max. Charge Current 1C 1C 1C 1C

Charge Cut-off Voltage 14.6V 14.6V 14.6V 14.6V

Standard 
Discharge

Continuous Discharge Current 60A 100A 150A 150A

Discharge Cut-off Voltage 10V 10V 10V 10V

Max. Discharge Current 1 250A (BMS detection current) 450A (BMS detection current) 600A (BMS detection current) 600A (BMS detection current)

Environ-
mental

Charge Temperature 0°C to 45°C (32F to 113F) @65 +20%  
Rel. Humidity

0°C to 45°C (32F to 113F) @65 +20%  
Rel. Humidity

0°C to 45°C (32F to 113F) @65 +20%  
Rel. Humidity

0°C to 45°C (32F to 113F) @65 +20%  
Rel. Humidity

Discharge Temperature -20°C to 60°C (-4F to 140F) @65 +20%  
Rel. Humidity

-20°C to 60°C (-4F to 140F) @65 +20%  
Rel. Humidity

-20°C to 60°C (-4F to 140F) @65 +20%  
Rel. Humidity

-20°C to 60°C (-4F to 140F) @65 +20%  
Rel. Humidity

Storage Temperature -10°C to 35°C (32F to 104F) @65 +20%  
Rel. Humidity

-10°C to 35°C (32F to 104F) @65 +20%  
Rel.Humidity

-10°C to 35°C (32F to 104F) @65 +20%  
Rel.Humidity

-10°C to 35°C (32F to 104F) @65 +20%  
Rel. Humidity

Water Dust Resistance IP66 IP66 IP66 IP66

Plastic Case ABS+PV UL V-O flame resistant ABS+PV UL V-O flame resistant ABS+PV UL V-O flame resistant ABS+PV UL V-O flame resistant

Dimensions (mm)(LxBxH) 195x165x168mm 280x175x189mm 318x176x187mm 330x170x215mm

Weight (kg) 6.8kg 10.5kg 12.5kg 14kg

Terminal M8 round pole round pole M8

Serial connection up to 4 up to 4 up to 4 up to 4

Pararell connection unlimited unlimited unlimited unlimited

Protocol Bluetooth Bluetooth Bluetooth Bluetooth

Artikelnr. 7640182624729 7640370542538 7640370543566 7640182624736

Datenblatt LiFePO⁴-Batterien

LiFePO⁴ -Batterien

© 2021 Swaytronic (Schweiz) AG

Herstellergarantie

5   JAHRE

Integriertes BMS
Überladeschutz
Tiefenentladeschutz
Kurzschlussschutz
Überlastschutz
Temperaturüberwachung

Mobile Energie

1 	Beim BMS detection current wird der A-Wert beschrieben, bei welchem das BMS aufgrund der Überbelastung in die Sicherheitsschaltung geht. (Stromfluss wird unterbrochen)

Bi
ld

: A
do

be
 S

to
ck



4.0

FACT-SHEET

Swaytronic 120Ah 12.8V Swaytronic 150Ah 12.8V Swaytronic 150Ah 12.8V Swaytronic 200Ah 12.8V Swaytronic 300Ah 12.8V

Electrical  
Characte-
ristics 

Nominal Voltage 12.8V 12.8V 12.8V 12.8V 12.8V

Nominal Capacity 120Ah 150Ah 150Ah 200Ah 300Ah

Energy 1.536KWh 1.92KWh 1.92KWh 2.56KWh 3.84KWh

Internal Resistance  30mΩ  30mΩ  30mΩ  30mΩ  30mΩ

Cycle Life >2000 cycles@100%DOD,  
>3000 cycles @80%DOD 

>2000 cycles@100%DOD,  
>3000 cycles @80%DOD 

>2000 cycles@100%DOD,  
>3000 cycles @80%DOD 

>2000 cycles@100%DOD,  
>3000 cycles @80%DOD

>2000 cycles@100%DOD,  
>3000 cycles @80%DOD

Month Self Discharge <3% <3% <3% <3% <3%

Standard 
Charge

Charge Voltage 14.4   0.2V 14.4   0.2V 14.4   0.2V 14.4   0.2V 14.4   0.2V

Charge mode CC/CV CC/CV CC/CV CC/CV CC/CV

Recomm.Charge Current 0.2C – 0.5C 0.2C – 0.5C 0.2C – 0.5C 0.2C – 0.5C 0.2C – 0.5C

Max. Charge Current 1C 1C 1C 0.75C 0.75C

Charge Cut-off Voltage 14.6V 14.6V 14.6V 14.6V 14.6V

Standard 
Discharge

Continuous Discharge Current 150A 150A 150A 150A 200A

Discharge Cut-off Voltage 10V 10V 10V 10V 10V

Max. Discharge Current 1 600A (BMS detection current)  600A (BMS detection current)  600A (BMS detection current)  600A (BMS detection current)  600A (BMS detection current)

Environ-
mental

Charge Temperature 0°C to 45°C (32F to 113F)  
@65 +20% Rel. Humidity

0°C to 45°C (32F to 113F)  
@65 +20% Rel. Humidity

0°C to 45°C (32F to 113F)  
@65 +20% Rel. Humidity

0°C to 45°C (32F to 113F)  
@65 +20% Rel. Humidity

0°C to 45°C (32F to 113F)  
@65 +20% Rel. Humidity

Discharge Temperature -20°C to 60°C (-4F to 140F)  
@65 +20% Rel. Humidity

-20°C to 60°C (-4F to 140F)  
@65 +20% Rel. Humidity

-20°C to 60°C (-4F to 140F)  
@65 +20% Rel. Humidity

-20°C to 60°C (-4F to 140F)  
@65 +20% Rel. Humidity

-20°C to 60°C (-4F to 140F)  
@65 +20% Rel. Humidity

Storage Temperature -10°C to 35°C (32F to 104F)  
@65 +20% Rel. Humidity

-10°C to 35°C (32F to 104F)  
@65 +20% Rel. Humidity

-10°C to 35°C (32F to 104F)  
@65 +20% Rel.Humidity

-10°C to 35°C (32F to 104F)  
@65 +20% Rel.Humidity

-10°C to 35°C (32F to 104F)  
@65 +20% Rel.Humidity

Water Dust Resistance IP66 IP66 IP66 IP66 IP66

Plastic Case ABS+PV UL V-O flame resistant ABS+PV UL V-O flame resistant ABS+PV UL V-O flame resistant ABS+PV UL V-O flame resistant ABS+PV UL V-O flame resistant

Dimensions (mm)(LxBxH) 355x175x188mm 552x110x288mm 345x190x245mm 345x190x245mm 349x339x190mm

Weight (kg) 16kg 19kg 19kg 22kg 32kg

Terminal round pole M8 M8 M8 M8

Serial connection up to 4 up to 4 up to 4 up to 4 up to 4

Pararell connection unlimited unlimited unlimited unlimited unlimited

Protocol Bluetooth Bluetooth Bluetooth Bluetooth Bluetooth

Artikelnr. 7640370543559 7640370541302 7640370541296 7640370541319 7640370544648

Datenblatt LiFePO⁴-Batterien

SMART mit Bluetooth 
Uüberwachung

© 2021 Swaytronic (Schweiz) AG

Mobile EnergieMobile Energie

1 	Beim BMS detection current wird der A-Wert beschrieben, bei welchem das BMS aufgrund der Überbelastung in die Sicherheitsschaltung geht. (Stromfluss wird unterbrochen) Vers_D_0.4 / A_0.2

Batterie Ladezustand in % (SoC) 

Aktueller Betrieb: 
Laden / Entladen / Standby

Batteriespannung

Batterietemperatur 

Timer: Basierend auf dem  
aktuellen Lade- / Entladestrom

Anzahl der Lade- / Entladezyklen
Lade- / Entladestrom 

Nennkapazität in Ah 

Unsere LiFePO4 Batterien (ab 10.2021) sind alle mit einer  
integrierten Bluetooth4.0 Überwachung ausgestattet.  
Sie haben alle wichtigen Batteriedaten im Überblick:

- Batterie Ladezustand in % (SoC)  
- Batteriespannung 
- Lade- / Entladestrom  
- Verbleibende Kapazität  
- Batterietemperatur  
- Anzahl der Lade- / Entladezyklen 
- Nennkapazität
 


